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Amendments to the Claims: 

This listing of claims will replace all prior versions, and listings, of claims in the 
application. 

Please cancel claims 2, 18, 20 and 26 without prejudice. 

Please amend claims 1, 3-8, 8, 10, 11, 21 and 25 as indicated below (material 
to be inserted is in bold and underline , material to be deleted is in s trikeout or (if the 
deletion is of five or fewer consecutive characters or would be difficult to see) in double 
brackets [[ H): 

Listing of Claims : 

1. (Currently Amended) A device management system for use with a 
computer network, the system comprising: 

a server configured to execute a management application, the server being 
configured to connect to the network : and 

a device configured to announce its presence to the management application 
on the server upon connection of the device to the network and 

at least one agent/codelet pair including an agent and a code let, wherein 
the device is configured to execute the codelet and the management 
application is configured to execute the age nt, and the agent and codelet are 
configured to communicate with each other via the network to a chieve a 
predetermined function , 

2. (Cancelled) 
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3. (Currently Amended) The system of claim [[2]] I, wherein the at least 
one agent/codelet pair are preinstalled on the device prior to installation of the 
device on the network. 

4. (Currently Amended) The system of claim [[2]] 1, wherein the device is 
configured to upload the at least one agent to the management application, after 
announcing its presence to the management application. 

5. (Currently Amended) The system of claim [[2]] 1, wherein the 
management application is configured to contact an agent/codelet source and 
download a new version of the at least one agent/codelet pair. 

6. (Currently Amended) The system of claim 5, whereupon after 
downloading a new version of the at least one agent to the management server, the 
management application upgrades the at least one agent stored on the 
management server and the at least one codelet stored on the device. 

7. (Original) The system of claim 1, wherein, in response to a command 
from a user, the management application is configured to adjust settings on the 
device. 

8. (Currently Amended) The system of claim 7, wherein the management 
application is configured to adjust the settings on the device by adding, deleting or 
upgrading [[a]] at least one codelet on the device. 

9. (Original) The system of claim 1, wherein the management application 
is configured to enable a user to set a policy setting that governs an operation on the 
device. 
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10. (Currently Amended) The system of claim 9, wherein the policy setting 
relates to an operation selected from a group consisting of addition, deletion, and 
upgrade of [[a]] at least one codelet on the device. 

1 1 . (Currently Amended) The system of claim 1 , wherein in response to a 
command from a user, the management application is configured to subscribe to 
notifications of changes to [[a]] at least one codelet on the device- 

12. (Original) The system of claim 1, further comprising a plurality of 
devices configured to connect to the network and communicate with the 
management application, wherein in response to a command from a user, the 
management application is configured to batch configure a set of the plurality of 
devices. 

13. (Original) The system of claim 1 t wherein in response to a command 
from a user the management application is configured to query the device for 
settings, and to display those settings to the user. 

14. (Original) The system of claim 13, wherein the management 
application is configured to apply a transformation rule to determine a subset of 
devices having a user-requested parameter, and display the settings of the subset of 
devices to the user. 

15. (Original) The system of claim 14, wherein the transformation rule is . 

selected from the group consisting of consolidate, except, coalesce, and exclude a 
user-requested parameter. 
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16. (Original) The system of claim 15, wherein the user-requested 
parameter to which the transformation rule is applied is selected from the group 
consisting of a user requested parameter, a device class, an alterable device setting, 
and a static device setting, 

17. (Original) The system of claim 1 , wherein in response to a command 
from the user, the management application is configured to adjust the settings on a 
predetermined device or set of devices. 

18. (Cancelled) 

19. (Original) A device management system for use with a computer 
network, the system comprising: 

a management server configured to execute a management application, the 
management server being configured to connect to the network; and 

a device configured to connect to the network and communicate with the 
management application, the device including an embedded server and at least one 
agent/codelet pair having an agent and a codelet, wherein the embedded server is 
configured to automatically upload the agent to the management application of the 
management server; 

wherein the management application is configured to install the agent at the 
management server; and 

wherein, after installation of the agent at the management server, the agent 
and the codelet are configured to communicate with each other to achieve a 
predetermined functionality. 
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20. (Cancelled) 

21. (Currently Amended) 3* iq method of claim 20, further comprioing, A 
method for managing one or more devices connect ed, to a computer network, 
the method comprising: 

preconfiguring [[the]] a_device with an agent/codelet pair, and 
in response to connection off the device to the network, sen ding a 
messa ge from an embedded server on the device to a management application 
on a management server via a well-known a ddress^jther eby announc ing the 
presence of the device on the network . 

22. (Original) The method of claim 21, further comprising, sending the 
agent from the device to the management server 

23. (Original) The method of claim 22, further comprising setting a policy 
from the management application governing codelet operations on the device. 

24. (Original) The method of claim 22. further comprising subscribing from 
the management application for notifications of codelet changes on the device. 

25. (Currently Amended) A method for managing devices on a computer 
network, the method systom comprising: 

connecting a device to a network, the device including an embedded server 
and at least one agent/codelet pair having an agent and a codelet, wherein the 
embedded server is configured to automatically upload the agent of the 
agent/codelet pair to a management application of a management server connected 
to the network; 
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sending the agent from the device to the management server; 
installing the agent at the management server; 

communicating between the agent installed at the management server and 
the codelet on the device. 
26. (Cancelled) 
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